
AIRBRUSH

XTREME 100 HVLP

TECHNICAL DETAIL
FLUID AIR

EXERCISE PRESSURE 4÷6 BAR / 58÷87 PSI

MAX INLET PRESSURE 10 BAR / 145 PSI

OPERATING TEMPERATURE  -10 ÷ +80 °C (WITHOUT FREEZING)

AIR CAPACITY (AT 6 BAR) 150-250 L/MIN

INLET G 1/4" FEMALE

WEIGHT 570 g

NOZZLE 1,2-1,5-1,8-2,0-2,2-2,5

CODE PARTS MATERIALS TREATMENTS
00850 BODY AL

00083 NOZZLE AISI

00429 HEAD AL NICKEL PLATING

00908 BUSH OT 58 NICKEL PLATING

00274 SNAP RING AL OXIDATION

00896 GASKET NYLON

00882 AIR DISTRIBUTOR REGULATOR OT 58 NICKEL PLATING

00051 LATERAL NUT OT 58 NICKEL PLATING

00195 SEAL RIBLENE

00196 GASKET PTFE

00097 STUFFING BOX OT 58 NICKEL PLATING

00544 AIR REGULATOR AL OXIDATION

00542 AIR REGULATOR NEEDLE AL

00543 PLUG OT 58 NICKEL PLATING

00747 SEAL RIBLENE

00069 NEEDLE AISI

00188 RIVET OT 58

00198 SPRING AISI

00292 PAINT REGULATOR OT 58 NICKEL PLATING

00187 PIN C10

00189 VALVE POLYETHYLENE

00199 SPRING AISI

00201 WASHER AL

00062 VALVE PLUG OT 58 NICKEL PLATING

00898 TRIGGER AND PLATE ZAMAK NICKEL PLATING

00390 TANK NYLON

F800 FILTER NYLON
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